MODEL VCD
Multi-leaf Damper

Performance Data

VCD-EFFECTIVE AREA TABLE (m2)

168 | 0,189 0.210 | 0,221 | 0,252 | 0,272 | 0,2%4 | 0,315 0,226 | 0,257 | 0,278 | 0,299 | 0,420

.248 | 0,279 0310 | 0,341 | 0,272 | 0,402 | 0,424 | 0,465 0,496 | 0,527 | 0,558 | 0,589 | 0,620

,408 | 0,459 0.510 | 0,561 | 0,612 | 0,662 | 0,714 | 0,765 0,816 | 0,867 | 0,918 | 0,969 1,020

v}
[+]
HO 0,122 0,164 | 0,205 | 0,246 | 0,287 | 0,328 | 0,369 0,410 | 0,451 | 0,492 | 0,532 | 0,574 | 0,615 0,656 | 0,697 | 0,738 | 0,779 | 0,820
o
o

610 0,183 0,244 0,205 0, 366 0,427 L4888 0,549 0,610 0,671 0,732 0,792 0,854 0,915 0,976 1,037 1,098 1,159 1,220
T10 0,213 0,284 0,355 0,426 0,497 0,568 0,639 o710 0,781 0,852 0,922 0,994 1,065 1,136 1,207 1,278 1,349 1,420
B10 0,243 0,324 0,405 0,486 0,567 0,648 0,729 0,810 0,891 0,972 1,053 1,134 1,215 1,296 1,377 1,458 1,539 1,620
L3 1] 0,273 0,364 0,455 0,546 0,637 0,728 0,819 0,910 1,001 1,092 1,182 1,274 1,365 1,456 1,547 1,638 1,729 1,820
1010 0,202 0,404 0,505 0,606 0,707 0,808 0,909 1,010 1,111 1,212 1,212 1,414 1,515 1,616 1,717 1,818 1,919 2,020
[I'Ile] 1110 0,333 0,444 0,555 0,666 0,777 0,888 0,999 1,110 1,221 1,332 1,442 1,554 1,665 1,776 1,B87 1,998 2,109 2,220
1210 0,363 0,484 0,605 0,726 0,847 0,968 1,089 1,210 1,321 1,452 1,572 1,694 1,815 1,936 2,057 2,178 2,299 2,420
1310 0,293 0,524 0,655 0,786 0,917 1,048 1,179 1,210 1,441 1,572 1,702 1,834 1,965 2,096 2,227 2,258 2,489 2,620
1410 0,422 0,564 0,705 0,846 0,987 1,128 1,269 1,410 1,551 1,692 1,832 1,974 2,115 2,256 2,397 2,528 2,679 2,820
1510 0,453 0,504 0,755 0,906 1,057 1,208 1,359 1,510 1,661 1,812 1,963 2,114 2,265 2,416 2,567 2,718 2,869 3,020
1610 0,483 0, 644 0,805 0,966 1,127 1,288 1,449 1,610 1,771 1,932 2,093 2,254 2,415 2,576 2,737 2,838 3,059 3,220
1710 0,512 0,684 0,855 1,026 1,197 1,368 1,539 1,710 1,881 2,052 2,222 2,394 2,565 2,726 2,907 2,078 3,249 3,420
1810 0,543 0,724 0,905 1,086 1,267 1,448 1,629 1.810 1,991 2,172 2,352 2,534 2,715 2,896 3,077 3,258 3,439 3,620
1910 0,573 0,764 0,955 1,146 1,337 1,528 1,719 1,910 2,101 2,292 2,483 2,674 2,865 3,056 3,247 3,438 3,629 3,820
2010 0,603 0,804 1,005 1,206 1,407 1,608 1,809 2,010 2,211 2,412 2,612 2,814 3,015 2,216 2,417 3,618 3,B19 4,020
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Q [m3/h] [l/s] through air flow rate
S [m?] Damper surface area
v, [m/s] velocity relating to the effective outlet area S
Ap [Pa] total pressure loss
o angle of inclination of the blade
NR noise rating (ISO standard, in relation to 1072 W)

taking no account of the attenuation of the room
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