
TAZE HAVA

ATIŞ

505

VANT.Hava Debisi : 12000 m3/h

Toplam Basınç Kaybı : 887 Pa

Fan Tipi : COMEFRİ NPL 560

Fan Devri: 1600 (rpm)

Max.Fan Devri: 1721 (rpm)

Motor Gücü : 5.5 kW 1500 d/d

VOLTAJ :(3/380-400 V x 50 Hz AC)
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**Warning**

1. Since the most appropriate electric current value and voltage vary from
cases and industries, ESP might need 1 month period of adjustment.

2. ESP requires maintenance every 1 to 3 months for keeping high efficiency.

3. Please reserve space for maintenance, or the ducts might be blocked.

4. Please reserve space for maintenance, or the ducts might be blocked.

5. The sound of flap is normal; it could be adjusted if causes noise.

6. Warranty: 1 year  ( cleaning and maintenance excluded)

7. Efficiency of purification: %90 above.
8. If high voltage power pack needs to be replaced by a new one after 1 year

warranty of ESP, the new high voltage power pack could have a another 1
year warranty.

9. 1 year warranty for incidental works (such ad inverter, motor, duct and
hood) is provided as well if incidental Works were installed by AOM.

10. After 1 year warranty for incidental works, AOM could provide vendor
information, but do not be responsible for repairing of incidental works.

11. Please keep the tempreature of workplace below 60 degree celsius to
prevent high power pack from damage.

12. During each maintenance and cleaning, please ensure to remove the
grease and oil deposited on the bottom of ESP, for eliminate any possibility
of blaze.

CLEANING OF AIR FILTER
1- Be sure to clean it with air gun or water once a week at least after dismouting air filter,
then you must dry it.
2- Put the filter back after removing the dust on the fin of the condenser with air gun.
3-Clean air filter regularly to avoid to reduce cooling effect and break down cooler.
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