
Rigid Bag Activated
Carbon Filter

Special Features
W Compact AC Filter
 AC Between Sythetic Layer 400 gr/m2

 Plastic Frame (Polypropylene)
 F7 / ePM1 55%

 450 Pa
 75 °C

Applications

long-term control of molecular
contaminants in

Advantages

• Lower pressure drop with high performance with
high contamination removal capacities

• Small granules of activated carbon in two layers of
nonwoven fabric, no dust release and regeneration

• Light and easy maintenance through handles

RIGICARB PS

Product Code
KW-PC-XX

KW          V Bank AC Filter

P            P: Plastic

Filter Media C            S: 25mm

X             X:No  P: Plastic

Gasket X            X:No  E:EPDM  P:Polyurethane

F7

Description
Designed for adsorption of odours and gasses with dust 

non woven media which has two layers containing small 
granules of activated carbon is pleated and placed in to plastic 

      



Rigid Bag Activated
Carbon Filter
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F7

KW-PC-XX-490/592/292-CF7 

KW-PC-XX-592/592/292-CF7

490x592x292

592x592x292

ePM1 55%

ePM1 55%

ePM1 55%

1700 / 120

3400 / 120

4,5

7,2

9,0
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F7

F7
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Product Code Dimensions
(WxHxD)

Class
EN 779

Media Area
(m2)

Rated Air Flow
(m3/h)

Weight
(Kg)

ISO 16890
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